
SB

6002 UVFlameDetector

502 Gas Detector

C-9105R Beam Detector







4 Wire UV Flame Detector
Model:ZC6002

4 Wire Gas Detector
Model:ZC502

Operating Voltage Range: 9 to 28 VDC VoltsOperating Voltage Range: 12 to 28 VDC Volts

 Relay Output:1A@24V Relay Output:1A@24V 

Operating Voltage: 9 to 28 VDC

Operating Voltage: 9 to 28 VDC

Operating Voltage: 9 to 28 VDC

Operating Voltage: 9 to 28 VDC



Operating Voltage: 9 to 28 VDC

Operating Voltage: 9 to 28 VDC

Operating Voltage: 9 to 28 VDC

Operating Voltage: 9 to 28 VDC

Operating Voltage: 9 to 28 VDC

Operating Voltage Range: 9～32VDC Volts

Nominal Operating Resistance: 300Ω

Relay Contact Ratings: 2A/30VDC

Operating Humidity Range: 95% RH, Non-condensing

Operating Temperature Range: -10°C to 50°C 

SB106



Voltage ranges: 20vdc to 28vdc (Nonpolarity)

Voltage ranges: 15vdc to 28vdc (Nonpolarity)

Fire Alarm Relay: Contact capacity 28V/2A

Fault Relay: Contact capacity 28V/2A

 Monitoring Area:  aximum monitoring area: 14*100=1400m2

Maximum width: 14m  Length of Optical Pathway: 8m-100m

Power Current:  Commission current›20mA
Standby current›12mA    Alarm current›22mA

Beam Detector with Relay Output

Model:C-9105R

Reflector:1-4pcs






	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8

